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DETAIL 'A'
SCALE: 3" = 1'-0"

UNIVERSAL CARRIER
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FLAT RECESSED CLOSURE
REQUIRED FOR EXTERIOR INSTALLATION

1" WALL ANGLE
SEE DETAIL B1.7

SEE DETAILS B1.9
THROUGH B1.10
FOR FIXTURE OPENING
RECOMMENDATIONS

6" MODULE UNIVERSAL
CARRIER SPLICE
SEE DETAIL B1.6

TYPICAL SYSTEM SECTION
SEE DETAIL 'A' THIS SHEET

BOX 6 PANEL
SEE DETAIL B1.1

VERTICAL SUPPORT
SEE DETAIL B1.3

PANEL SPAN VARIES DEPENDING

ON DESIGN WIND PRESSURE

SEE DETAIL B1.2

PANEL LENGTH 3'-0" MIN -  16'-0" MAX (RECOMMENDED)

6" MAX CARRIER

OVERHANG @ SPLICE

SUSPENSION REQUIREMENTS
SEE DETAIL B1.2

12 GA HANGER WIRE, BY OTHERS,
NOT BY HUNTER DOUGLAS
SEE DETAIL B1.2

PANEL END CAP
SEE DETAIL B1.5
ENDCAP NOT SHOWN
FOR CLARITY

FLOATING TRIM
SEE DETAIL B1.8
TRIM NOT SHOWN
FOR CLARITY

12 GA HANGER WIRE WITHIN

3" OF VERTICAL SUPPORT

CARRIER OVERHANG 6" MAX

CARRIER SPAN VARIES DEPENDING

ON DESIGN WIND PRESSURE

SEE DETAIL B1.2

PANEL OVERHANG
6" MAX

PANEL SPLICE
SEE DETAIL B1.4

EXTERIOR INSTALLATION

5015 Oakbrook Parkway, Suite 100

Norcross, GA 30093

T 800.366.4327

F 770.806.0214

HDarchitectural.com

All rights reserved. This

drawing is the proper ty

of  Hunter  Douglas. It

may  not  be copied  or

m u l t i p l i ed ,  ne i t h e r

wholly nor partly. It may

not  be  submi t ted  f or

perusal to third par ties.

OVERALL ISOMETRIC VIEW

PROJECT: LINEAR EXTERIOR DEEP BOX 6 PRODUCT SPECIFICATIONS

DRAWING NUMBER: DEEP BOX6-B1.0

SCALE: AS SHOWN

DRAWN BY: HDA ENGINEERING

DATE: 12/5/16

SPECIFICATIONS

(unless noted otherwise)

MATERIAL: .025" | .032" | .040" ALUMINUM DEEP BOX 6 PANEL | .040" ALUMINUM

UNIVERSAL CARRIER

FINISH: PAINT | POWDER COAT | DECORATED WOOD FINISH | LUXACOTE

PERFORATION: NOT AVAILABLE
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