
2 INSERT INTO TO
EDGELINE BOSS FIRST
& THEN ROTATE INTO
BOTTOM BOSS

3 SLIDE INTO POSITION
THEN TIGHTEN PHILLIPS
HEAD SCREW TO SECURE CLIP

4 USE 2 MIN #10 SCREWS TO
FASTEN CLIP TO GRID

2

1 LOOSEN SCREW
& PUSH UP

3
4

EX-1 CLIP

LX04 EDGELINE TRIM
SHOWN, ALL PROFILES

SIMILAR

4
5 16

"
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1-1/2" DRYWALL MAIN TEE
SHOWN, OTHER SUSPENSION

SYSTEMS SIMILAR, TYP.

EX-1 CLIP,48" O.C.
MAX ALONG EDGELINE

TRIM, TYP.

LX04 EDGELINE TRIM SHOWN,
ALL PROFILES SIMILAR

SECTION 'A'
SCALE: FULL (1:1)

TYPICAL INSTALLATION
SCALE: NTS

EX-1 CLIP NOTE:

EX-1 CLIP SLIDES ON INSIDE TRACK(S) OF EDGELINE
TRIM. USE 2 #10 SCREWS, PROVIDED BY OTHERS,
TO FASTEN TO RIGID SUSPENSION. CEILING
SUSPENSION SYSTEM VARIES.

*LX04 EDGELINE TRIM
SHOWN AS EXAMPLE*

All rights reserved. This drawing
is the property of  Hunter
Douglas and may not be copied
or multiplied neither wholly nor
partly. It may not be submitted
for perusal to third parties
either.
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M E T A L  C E I L I N G S

TOLERANCES
(unless noted otherwise)

DECIMAL: .0    +/- .060
.00  +/- .030
.000 +/- .010

FRACTIONAL: +/- 1
32"

ANGULAR: +/- 12° (.5°)

W O O D  C E I L I N G S

R

SPECIFICATIONS
(unless noted otherwise)

MATERIAL: EXTRUDED ALUMINUM, THICKNESS VARIES

FINISH: PAINT / POWDER COAT / LUXACOTE


