
             2'-0" MAX

PANEL OVERHANG, TYP.

1" WALL ANGLE
SEE DETAIL A1.5

PANEL BUTT JOINT
SEE DETAIL A1.4

1'-0" MAX CARRIER OVERHANG, TYP.

SUSPENSION REQUIREMENTS
SEE DETAIL A1.2

1" WALL ANGLE
SEE DETAIL A1.5

    300C PANEL LENGTH

3'-0" MIN - 19'-8" MAX

TYPICAL SYSTEM SECTION
SEE DETAIL 'A' THIS SHEET

12 GA HANGER WIRE,
BY OTHERS, NOT BY
HUNTER DOUGLAS
SEE DETAIL A1.2

300C PANEL WIDTH

     1
1-13/16" NOM.

300C SYSTEM PROFILE
1113

16" NOM.

300C PANEL
SEE DETAIL A1.1

FLOATING TRIM
SEE DETAIL A1.6
TRIM NOT SHOWN
FOR CLARITY

3
3 16

" N
O

M
.

300C PANEL

300C CARRIER

SEE DETAILS A1.7
THROUGH A1.10
FOR FIXTURE OPENING
RECOMMENDATIONS

INTERIOR INSTALLATION

DETAIL 'A'

300C CARRIER SPLICE
SEE DETAIL A1.3

4'-0" MAX HANGER WIRE SPACING, TYP.

4'-0" MAX CARRIER SPACING, TYP.
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SPECIFICATIONS

(unless noted otherwise)

MATERIAL: .028" ALUMINUM 300C PANEL | .040" ALUMINUM 300C CARRIER

FINISH: PAINT | POWDER COAT | DECORATED WOOD FINISH | WOOD VENEER |

LUXACOTE

PERFORATION: NON-PERFORATED | #160




